i Low Loss SAW 467.9 MHz Filter
Bandwidth 8 MHz
AEC Part Number AE5532H-467.9

PRELIMINARY DATA

0.000
-1.000
-5.000
/_/ \
-10.000 j \ -3.000
-15.000 #
\l -5.000
-20.000
-7.000
-25.000
-30.000 -9.000

-35.000
-11.000

-40.000
-13.000

-45.000

5;>

=
—

-15.000

-50.000

377.400
387.400
397.400
407.400
417.400
427.400
437.400
447.400
457.400
467.400
477.400
487.400
497.400
507.400
517.400
527.400
537.400
547.400
557.400
567.400
458.850
459.850
460.850
461.850
462.850
463.850
464.850
465.850
466.850
467.850
468.850
469.850
470.850
471.850
472.850
473.850
474.850
475.850
476.850
477.850

Parameter Unit Min Typ Max
Central frequency MHz 466.8 467.8 468.8
Inserted loss (unmatched) dB - 2.1 3.0
Bandwidth @-2dB MHz 7 8 9
Bandwidth @-30dB MHz - 27 -
Bandwidth @-40dB 52

Amplitude ripple dB - 1 2
Ultimate rejection dB - 55 -
Substrate 128LNO

Temperature range °c -55 85
Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture
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No matching required
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