
 

Parameter Unit Min Typ Max
Central frequency MHz 115.70 116.00 116.20
Inserted loss dB 1.1 1.3 1.8
Bandwidth @-2dB MHz 4.20 4.60 5.00
Bandwidth @-30dB MHz  - 13.00
Amplitude ripple (100% @-2 dB bandwidth) dB  - 0.8 1.2
Ultimate rejection dB  - 60.0  -
Substrate 64 LNO
Temperature range 0C -55.0 85.0

AEC SAW PRODUCT CATALOG (c)1999
http://on.wplus.net/aec

Specifications

    Case                                              Matching

Typical performance

Low Loss SAW 116 MHz Filter
Bandwidth 4.6 MHz

AEC Part Number AE5555H-116
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Zin=Zout=50 Ohm
No matching required

-10.000

-9.000

-8.000

-7.000

-6.000

-5.000

-4.000

-3.000

-2.000

-1.000

0.000

11
1.

95
0

11
2.

95
0

11
3.

95
0

11
4.

95
0

11
5.

95
0

11
6.

95
0

11
7.

95
0

11
8.

95
0

11
9.

95
0

12
0.

95
0

-60.000

-50.000

-40.000

-30.000

-20.000

-10.000

0.000

75
.5

00

85
.5

00

95
.5

00

10
5.

50
0

11
5.

50
0

12
5.

50
0

13
5.

50
0

14
5.

50
0

15
5.

50
0

16
5.

50
0


