Low Loss SAW 1000MHz Filter
Bandwidth 15.5 MHz
AEC Part Number A075-1000M2

Complies with Directive 2002/95/EC
(RoHS)

PRELIMINARY DATA

0,000 0,000
— -5,000
-5,000
-10,000
-10,000 \
-15,000 \
-15,000 +20,000
-25,000
-20,000
-30,000 ’J"‘
-25,000 -35,000 Ll \
2 2 2 2 2 2 2 9 2 9 9 © 2 © @ O Q@ O Q @
g 283 388582 8 3 § 8 g 8 8 5 S 2 % 23 233 23 g 3 seg g 3o g
& 8§88 88 833 8 8 8 8 8 8 8 8 8 8 2 2P 3333 g ggsarg g 3 g
R A 8 R FR®S3E5 5883859 58I KBS

Parameter Unit Min Typ Max
Central frequency MHz 998 1000 1002
Inserted loss (unmatched) dB 2.4 2.6 3.0
Bandwidth @-2dB MHz 15 155 16
Bandwidth @-25dB MHz 37 38.5 40
Amplitude ripple dB - 0.6 15
Ultimate rejection dB - 40 -
Substrate 36LTO

Temperature range °’c -55 85
Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture
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l A/C.D,F-Case ground

Zin=Zout=50 Ohm

@ No matching required
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