Low Loss SAW 159.15 MHz Filter
Bandwidth 9 MHz

AEC Part Number AE5572H-159.15

PRELIMINARY DATA

0.000 0,000
-1.000
+10.000
-2.000
-3.000 /\
-20.000
-4.000
-5.000 -30.000
-6.000
-40.000
-7.000
-8.000
-50.000 A
-9.000 ﬂ \/\ \
-10.000 -60.000 A il '\ﬂ M\ [N

149.980
150.980
151.980
152.980
153.980
154.980
155.980
156,980
157.980
158.980
159,980
160.980
161.980
162.980
163.980
164.980
165.980
166.980
167.980
168.980
113.780
118.780
123.780
128.780
133.780
138.780
143.780 -
148.780
153.780
158.780
163.780
168.780
173.780
178.780
183.780
188.780 -
193.780
198.780 =
203.780
208.780

Parameter Unit Min Typ Max
Central frequency MHz 158.95 159.15 159.35
Inserted loss dB - 15 2.0
Bandwidth @-2dB MHz - 8.85 -
Bandwidth @-40dB MHz - 25.50 -
Amplitude ripple dB - 1.0 1.2
Ultimate rejection dB - 60.0 -
Substrate 49 YX LiNbO3

Temperature range °c -55 85
Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture
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