Low Loss SAW 896 MHz Filter

Bandwidth 19.5 MHz
AEC Part Number AE45101H-896

PRELIMINARY DATA

0.000 0.000

-1.000 -5.000 /_/\

-2.000 -10.000

1 [

-3.000 -15.000

-4.000 -20.000

-5.000 -25.000

-6.000 -30.000

-7.000 -35.000

-8.000 -40.000

-9.000 -45.000 —

| 1 N

-10.000 1 -50.000 ’/ M\\'

877.900
879.900
881.900
883.900
885.900
887.900
889.900
891.900
893.900
895.900
897.900
899.900
901.900
903.900
905.900
907.900
909.900
911.900
913.900
915.900
805.500
815.500
825.500
835.500
845.500
855.500
865.500
875.500
885.500
895.500
905.500
915.500
925.500
935.500
945.500
955.500
965.500
975.500
985.500
995.500

Parameter Unit Min Typ Max
Central frequency MHz 895 896 897
Inserted loss (unmatched) dB - 2.3 3.0
Bandwidth @-1dB MHz 18.0 19.5 -
Bandwidth @-25dB MHz - 46.0 -
Bandwidth @-40dB - 108 -
Amplitude ripple dB - 0.6 15
Group Delay variation nsec - 18 -
Ultimate rejection dB - 40 -
Substrate 36LTO

Temperature range °c -55 85
Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture
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No matching required
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