
 

Parameter Unit Min Typ Max
Central frequency MHz 479.00 479.50 480.00
Inserted loss dB 15.0 17.0 18.0
Bandwidth @-3dB MHz 30.00 32.00 33.00
Bandwidth @-30dB MHz  - 48.90  -
Amplitude ripple dB  - 0.3 1.0
Group delay ripple,nsec  - 10.0 15.0
Ultimate rejection dB  - 45.0  -
Substrate  -  128 YX LiNbo3  -
Temperature range 0C -55.0 85.0

Notes:
1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture

AEC SAW PRODUCT CATALOG (c)1997
http://on.wplus.net/aec

Specifications

    Case                                              Matching

Typical performance

IF SAW 479.50 MHz Filter
Bandwidth 31 MHz

AEC Part Number AE5540H-479.50
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Top view

Bottom view
Pin1

Pin16

Side view

2.9 mm

0.2 mm

H04.16-2B

  

4 (Signal IN)

3 (Gnd IN)

1,2,6-9,13-16 (Case ground)

Zin=Zout=50 Ohm
No matching required

12 (Signal OUT)

11 (Gnd OUT)

10 TTS TRAP GND

5 TTS TRAP 
Normally connected to

GND
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