SAW 804 MHz Filter

Bandwidth 0.8 MHz
AEC Part Number A070-804M1

PRELIMINARY DATA

Typical performance

0.000 T T T T T T T T T 0.000

-2.000

-5.000

-4.000

| -10.000
-6.000 \

8000 ; \ -15.000 H

-10.000 f -20.000

-12.000 \
\ -25.000

-14.000

E -30.000 r
-16.000
\ [ nj Hﬂﬂ

-18000 -35.000

Pe
=y

>
3
I
(

=
—
A
E

-20.000

-40.000

789.713
790463
791213
791963
792713
793463
794213
794963
795713
796463
797213
797963
798713
799.463
800213
800963
801713
802463
803213
803963
804713
805.463
806213
806963
807.713
808.463

Specifications

Parameter Unit Min Typ Max
Central frequency MHz 803.75 804.00 804.25
Inserted loss (unmatched) dB - 5.3 6.0
Bandwidth @-3dB MHz 0.8 0.9 -
Bandwidth @-30dB MHz 51

Amplitude ripple dB - 1.2 3.0
Ultimate rejection dB 30.0

Substrate 36 YX QUARTZ

Temperature range °c -55 85
Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture

Case Matching

Top view Bottom view Side view

1 (Signal IN) 6 (Signal OUT)

9.1mm +/-0.2
. [ O
Pin10 Pinl
Sybolization area 0.8mm
+-0.2
71 _

2*2.54mm 1.8mm
max

2-5,7-10 (Gnd)

Zin=Zout=50 Ohm
No matching required
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