Low Loss SAW 135 MHz Filter
Bandwidth 10 MHz

AEC Part Number AE5587H-135

PRELIMINARY DATA

0.000 -5.000

-7.000

-10.000

-9.000

-11.000

-20.000
-13.000

-15.000

-30.000
/ \ -17.000
-40.000 / \

-19.000

50,000 -21.000 }
v\ N’\/\ /\ -23.000 ’
-60.000 A /\‘\ A} ’U N I il ) -25.000
Parameter Unit Min Typ Max
Central frequency MHz 134.75 135.00 135.25
Inserted loss dB - 11.0 11.8
Bandwidth @-2dB MHz 10.00 10.25 11.00
Bandwidth @-40dB MHz - 17.00 -
Amplitude ripple dB - 1.0 2.0
Ultimate rejection dB 50.0 - -
Substrate - 64 YX LINbO3 -
Temperature range °c -55.0 85.0
Top view Side view
x
£
0.3
o L Pin 1 02 6 25,36
in ; , .
8 1o Pnt] Signal In Signal Out
1S g B
S g B 4,15
= g B N ’
8 T : = 3 29,32
® g R
z c g o ]
g oooo00ooooon -
< 29 8-14,27,28,31,33,34,37-39
14.2 <
Zin=Zout=500m
H16.48-2B
Mass 1,7 g
AEC SAW PRODUCT CATALOG (c)1999
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