
 

Parameter Unit Min Typ Max
Central frequency MHz 915.50 916.50 917.50
Inserted loss dB 2.9 3.3 4.0
Bandwidth @-1dB MHz  - 35.00  -
Bandwidth @-30dB MHz  - 70.00  -
Amplitude ripple dB  - 0.9 1.8
Ultimate rejection dB  - 50.0  -
Substrate  -  64 YX LiNbo3  -
Temperature range 0C -55.0 85.0

AEC SAW PRODUCT CATALOG ©2001
http://on.wplus.net/aec

Specifications

    Case                                              Matching

Typical performance

Low Loss SAW 916.5 MHz Filter
Bandwidth 35 MHz

AEC Part Number AE5554H-916.5

P R E L I M I N A R Y  D A T A

B  (Signal IN) E (Signal OUT)

Zin=Zout=50 Ohm
No matching required

A,C,D,F-Case ground

0.5

0.1

0.7

3.0

3.0

R0.15

R0.15

0.38

A

B

CD

E

F
0.70

0.60
1.40

1.40

+0.13

1.15

-10.000

-9.000

-8.000

-7.000

-6.000

-5.000

-4.000

-3.000

-2.000

-1.000

0.000

87
1.

25
0

87
6.

25
0

88
1.

25
0

88
6.

25
0

89
1.

25
0

89
6.

25
0

90
1.

25
0

90
6.

25
0

91
1.

25
0

91
6.

25
0

92
1.

25
0

92
6.

25
0

93
1.

25
0

93
6.

25
0

94
1.

25
0

94
6.

25
0

95
1.

25
0

95
6.

25
0

96
1.

25
0

96
6.

25
0

-50.000

-45.000

-40.000

-35.000

-30.000

-25.000

-20.000

-15.000

-10.000

-5.000

0.000

64
5.

00
0

67
5.

00
0

70
5.

00
0

73
5.

00
0

76
5.

00
0

79
5.

00
0

82
5.

00
0

85
5.

00
0

88
5.

00
0

91
5.

00
0

94
5.

00
0

97
5.

00
0

10
05

.0
00

10
35

.0
00

10
65

.0
00

10
95

.0
00

11
25

.0
00

11
55

.0
00

11
85

.0
00

12
15

.0
00


