
 

Parameter Unit Min Typ Max
Central frequency MHz 217.50 218.00 218.50
Inserted loss dB 1.5 1.8 2.5
Bandwidth @-2dB MHz 10.00 10.50 11.50
Bandwidth @-40dB MHz  - 27.00  -
Amplitude ripple dB 0.4 0.5 1.0
Ultimate rejection dB 40.0 50.0  -
Substrate  -  64 YX LiNbo3  -
Temperature range 0C -55.0 85.0

AEC SAW PRODUCT CATALOG (c)1999
http://on.wplus.net/aec

Specifications

    Case                                              Matching

Typical performance

Low Loss SAW 218 MHz Filter
Bandwidth 10.5 MHz

AEC Part Number AE5555M-218

1 (Signal IN) 4 (Signal OUT)

3 (Gnd OUT)2 (Gnd IN)

Zin=Zout=75 Ohm
Series inductor 8 nH  per port

Dimensions in mm
Mass 0.8 g

10
.8

3x
2.

54

2.
54

4.3 3.2 3.3

10

d 
0.

47

SIP4M

key

lead 1

lead 4

Bottom view Side viewTop view

Symbolization area

-10.000

-9.000

-8.000

-7.000

-6.000

-5.000

-4.000

-3.000

-2.000

-1.000

0.000

20
1.

80

20
5.

80

20
9.

80

21
3.

80

21
7.

80

22
1.

80

22
5.

80

22
9.

80

23
3.

80

23
7.

80

-50.000

-45.000

-40.000

-35.000

-30.000

-25.000

-20.000

-15.000

-10.000

-5.000

0.000

17
7.

50

18
7.

50

19
7.

50

20
7.

50

21
7.

50

22
7.

50

23
7.

50

24
7.

50

25
7.

50

26
7.

50


