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SAW 301.5 MHz Filter

Bandwidth 9 MHz
AEC Part Number AE5595H-301.5

PRELIMINARY DATA

-10.000

5

-20.000

-30.000

-40.000

-50.000

-60.000

=

-70.000

211.000
221.000
231.000
241.000

251.000 |

261.000
271.000
281.000
291.000
301.000

311.000

331.000 ==
| —

321.000
341.000
351.000
361.000
371.000
381.000
391.000
401.000

Parameter Unit Min Typ Max
Central frequency MHz 301.0 301.5 302.2
Inserted loss dB - 17 2.2
Bandwidth @-2dB MHz 9.0 9.3 -
Bandwidth @-30dB MHz 29.0

Amplitude ripple dB - 1.0 2.0
Ultimate rejection dB 55.0

Substrate 64 YX LiINbO3

Temperature range °c -55 85

Notes:

1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC test fixture

area

Top view
6.5 mm
S
6.5 mm |
Bottom view
Pinl

41 mm
Pin16 *‘ k

11illig

|
1mnT

Jugul
7 E

IR

Side view

2.9 mm

0.2 mm

AEC SAW PRODUCT CATALOG

10 (Signal OUT)

2 (Signal IN)
——— 0
[ ]
- -
-_— -_
[ ]
1,3 (Gnd IN) 9,11 (Gnd OUT)
o—r—

4-8,12-16 (Case ground)

Zin=Zout=50 Ohm

No matching required
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